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FEATURES
µ64

> Protects ineFour L s
> Working oltages : 5. VV 0
> Low eakage urrentL C

APPLICATIONS

> WAN Equipment
> CSU DSU/

RS
RS

ELECTRICAL CHARACTERISTICS
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Current

Peak
Pulse

Current
Max.@1A

Peak
Pulse

Current
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Reverse
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SDLC05C-4 5.0 6.0 1 9.8 23 5 1

IEC COMPATIBILITY

> 61000-4-2 ( ) ± kV (air), ± kV (contact)IEC ESD 30 30
> 61000-4-4 ( ) 40A (5/50 s)IEC EFT n

20

oMAXIMUM RATINGS AND CHARACTERISTICS

should not be assumed, damage may occur and reliability may be affected.

RATING

Peak Pulse Power (tp=8/20 s waveform).µ

VALUE

460

-55~+125

UNITSSYMBOL

PPPM

TJ

-55~+150 °CTSTG

°C

> Low Clamping Voltage

SOP-8  PACKAGE

PIN CONFIGURATIONS

1 2 3 4

8 7 6 5

Storage Temperature Range.



PRODUCT DIMENSIONS

8/20μs Pulse Waveform
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REFLOW PROFILE

Temperature Min (Ts(min)) 150°C

Pre Heat Temperature Max (Ts(max) 200°C

Time (min to max) (ts) 60 – 180 secs

Average ramp up rate (Liquidus Temp ( ) to peakTL 3°C/second max

T TS L(max)to - Ramp-up Rate 3°C/second max

Reflow
Temperature ( ) (Liquidus)TL 217°C

Time (min to max) (t )L 60 – 150 seconds

Peak Temperature ( )TP 260°C

Time within 5°C of actual peak Temperature (tp) 20 – 40 seconds

xam dnoces/C°6etaR nwod-pmaR

Time 25°C to peak Temperature ( )TP 8 minutes Max.

Do not exceed 260°C
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OUTLINE DIMENSIONS

DIM
MILLIMETERS INCHES

MIN MAX MIN MAX
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SOP-8 PACKAGE DIMENSIONS
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ORDERING INFORMATION

Part Number

SES LD46B5.0

Component Package

SOP-8

QTY/Reel

2500PCS

Reel Size

13"
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5.80 6.20 0.228 0.244

SES LD46B5.0



Http://www.szshaoxin.com

+86-0755 -8323964 6

+86-0755 -8323964 6

+86-0755 -8323964 4

Room 43A, Block C, E lectronic and Technology Building, Shennan Road, Futian D istrict, Shenzhen


